
Product's Features
   TLamp chassis: Iron optional,
    Lamp color: white
   Diffuser: PVC
   Anti-glare lighting design
   High temperature resistant terminal 
   and flame retardant wire
   

Application
    Application:office,supermarket,school 
    workshop washing room etc

Technical parameters    
    Light source:  LED  
    Lamp holder:  LED patch
    Power: Configure on demand
   
     

Voltage: 220V~240V, 50Hz

    IP Grade：IP40
    Insolution Grade：Class 1
    Safety Standards：IEC598

GHSM002GUIHAI

For more informations please visit the website:  Http://www.guihai.cc 1
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Order Guide：

Model Dimension

Light source parameter Design Voltage

Color temperature

        GHSM    
 

220    220-240V

Number

002

Shell color

Mounting

YL  3000K
NL  4000K
WL  6000K
     

Remark:compliance with the requirement of the buyer

 

WM       Wall mounting270 
350
400

  

PVC  Iron plus PVC   WT White     

GHSM 002 WM 022

   12W   270     
   18W    270
   18W    350
   24W    350
   24W    400
   30W    400
   
      

  
   
   
   
   
   

GHSM      002               LED                 12W             270                    3000/4000/6000      

      

   
     

   
     

Color rendering index: Ra ≥ 80
Lumen value: 70-100LM / W

 

Power Supply

SP Switching Power Supply

WTSPPVC

GHSM      002               LED                 18W             270                    3000/4000/6000     

GHSM      002               LED                 18W             350                    3000/4000/6000

GHSM      002               LED                 24W             350                    3000/4000/6000

GHSM      002               LED                 24W             400                    3000/4000/6000

GHSM      002               LED                 30W             400                    3000/4000/6000




